HNFHE &A1 / Committed To Build Enduring Highly-precision Gearbox \NRNSHSIN®

HENNRESER

Installation

AENINERERE, HETFUTER

Please comply with the following requirements when installation
TRERENDEALREZEZZHBHIRTERRDETMR, BT EREEENARDE. ((ESLREITMWHFIEENRRDE.)
{RIRR S AR M AT RESR B B T o

The dimension of the adapter on the planetary gearbox differs depending on the servo motor, so please make sure to
install the servo motor specified at the time of purchase. The output shaft of the servo motor may be coated with rust
inhibitor, etc.

EF seahimnim, 05818 S8 L,

Wipe the rust inhibitor, oil, and other LEETERIAND E 242 2 FAR IR B RR
substances off the motor shaft mounting NEERE T TR, @RRVNDAR
surface. REP L. (IEHE, BRETHITRE.)

Rotate the input shaft to align the head of the
clamping bolt with the plug hole, and please
confirm that the clamping bolt is in a relaxed
state. Place the reducer vertically in a flat
place, with the motor installation surface of
the reducer facing upwards. (If thereis a
bushing, please install it according to the
diagram)

EY sosmmsmm s hsmnTe,

B wr=r.

Remove the plug

bushing

Dust-proof screw pads 422 HRE
clampingbolt clamping sleeve
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Please slowly insert the motor shaft into the input
shaft to avoid impact, and confirm that the motor
flange surface is tightly attached to the reducer
flange surface. Tighten the motor mounting bolts
according to the specified tightening torque.
(Refer to Table 3)

H srmeEnFsTa, wien SEmE BN
Bk Zi2ie, (BIR3)
Use tools such as torque wrench to tighten the

clamping bolt of the input shaft according to the
specified tightening torque (Refer to Table 3)

x3 B REHE

Table 3 Bolt tightening torque

#1440\ Boltsize | M3 | M4 | M5 | M6 | M8 | M10|M12 [M16

D35 | Nem |10 25|51 |87 (21| 42 | 72 |134
LRI
oo Kef-m 0.11]0.26]0.52{0.89 | 2.1 | 43 | 73 | 14
seppe | N'm | 1943 |87 |15 |36 | 71 | 125
Clempingbolt| ot 0,18 |0.44 | 0.89 | 15 | 3.7 | 72 | 13
T zs=z, sirlsem.

Install the plug and complete the task
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Installation and Setup

o BRI ERERMTIKRGFER. CIREFISNRERA L.
KB ER, BREAREAR L)

® B BTE0~40°CHYIF R,

o BREAFELIRSN G HE, BRESFTIREE,
REHY, RRIEEFRIFFEE.,

® Avoid using in places that come into direct contact with
rainwater. (If you need to use it outdoors or in places
that come into contact with dust or water droplets,
please consult with Wanshsin in advance.)

e Please set it in an environment of 0-40 °C.

® Please install it on a sturdy and vibration free surface,
and firmly secure it with bolts, etc.

e During installation, it should be ensured that it is easy to
maintain and inspect.

REEUE=28 (RIZ=E)
Install to the output flange (flange type only)

* BREBIHSRER ML A=, BEAAERFEIA
FEAENREHEH#TRE,

e When installing device components, etc. onto the output
flange, please use tools such as torque wrenches
Tighten according to the specified tightening torque.

42 A/)\/Boltsizel M3 | M4 | M5 | M6 | M8 | M10 [M12 |M16 |M20
Sewzegie| N'm | 1.9 | 43|87 | 15 | 36 | 71 | 125|310 | 603

Slmeing | of-m| 0.180.44]0.89 | 15 [ 3.7 [ 72 | 13 | 32 | 62

HEFRIRRBED K12 95
3 Recommended bolt strength classification above grade 12.9
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Output shaft side connection

o FEHIHAZ A FRENE. R0 RSN, ERATL
SREIG, MANFHAZ LS. REE T RS R
DI A B

o MEHIHANEY E R AR SRS, SRR R
MBI RN H AN RS A DB S A, SNES
BUHR SRR N,

o BB E A S RIEME AR SHURS, Bt &%
EEE.

o EEBHEERE Do

e When installing a gear, pulley, sprocket, etc. on the
output flange type, please use a flanged installation
design, embed it into the output flange's protruding
part. Please be careful not to apply excessive thrust
load during installation.

e When installing a coupling, sprocket, etc. on the output
shaft type, please be careful not to apply excessive
thrust load during installation. Do not forcefully strike
the output shaft during embedding, otherwise it cause
damage to the bearings and the interior of the gearbox.

® Pls. be noted that excessive clearance between shafts
and keys in coupling and other parts can lead to
sintering.

® Please accurately center when connecting.

FiFIRYE S

Precautions before starting the machine

o TR ERME RN, Ft R R ER ERER.
o ERIEHA, ESTHIAR YR m, ARZ G IS .

e |t can be used directly after arrival as lubricating oil
has been added according to the specified amount.

o When running for the first time, please confirm the
steering of the output shaft first, and then gradually
increase the load.
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Precautions during operation

¢ EFRAIE R,

o FHBAVRR TSR FMERE,

o LIMLITFIERE, BEiaE,
LURERATF GBS
2 RAKRHRARI,
VERRAFFIRTRE.

© FIBERIRENT, R AT bR,
LEBRTEERE?
2 MR R E R E A TR G?
SWBERFMHELRE?

® Please be careful not to overload.

® The speed of the output shaft must not exceed the
specified speed.

* When the following situations occur, please stop the
machine for inspection.
1. The temperature suddenly began to rise.
2.Suddenly, there was a loud noise.
3.The speed suddenly began to become unstable.

® The possible reasons are as follows, please handle
them promptly.
1.Isitin an overload state?
2. Are there any damages to the bearings, gears, and
transmission surfaces?
3.Are there any abnormalities in the machine connection
conditions?

RhER

Lubricant

o SHAETRREER,
e The lubricating oil cannot be replaced

\NANSHSIN®

SALE

Daily Inspection

o EFRRENINTRERLERE LF? (REFATFI0C)

o R AR EIALRMN?

o HIENBLE BIREN? (HILLES HEY, B ENSHHEE
RHERFL)

o EXIERRR? (HIUAB R, IS REAR.)

e |s there any abnormalincrease in the temperature of
the gearbox casing during operation? (Maximum not
greater than 90 °C)

® Are there any abnormal noises in bearings, gears, and
other parts?

o Is there any abnormal vibration in the gearbox? (When
such abnormalities occur, please stop the machine
immediately and contact our company.)

® |s there any lubricating oil leakage?( When thereis a
grease leak, please contact with Wanshsin)

EHEE

Regular Inspection

o ELIHRTS, ELRBIER?

o RIS BRI RN R R B EH TANE?

o TEIHMITS A (HIMREIMKR, BILEMEHH
EXRAHAE)

o |s there an overload state and abnormal rotation?

e Is there any looseness in the installation bolts of the
pulley, sprocket, and reducer?

® Inspection and maintenance of main components.
(When abnormal phenomena occur, please stop the
machine immediately, and contact with Wanshsin)
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x3 B REHE
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